FASTEN EACH VALLEY SHEET AT
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LAP VALLEYSHEETS 6" MIN.
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ZCOPPER VALLEY

FLASHING, TYP.

VALLEY FLASHING

1 SCALE: NOT TO SCALE

CLEAT @ 12" O.C., SEE
DETAIL 15/A-6102,
TYPICAL

CONTINUOUS COPPER CLAD P.T. WOOD
CANT STRIP WITH CHAMFERED LEADING
EDGE. CONTINUOUS WELD TO VALLEY
FLASHING

(1) LAYER #30 FET SLIP SHEET ON (2) LAYERS
ICE AND WATER SHIELD UNDERLAYMENT
OVER NEW PLYWOOD DECKING.
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1. CUT NEW REGLET TO SIZE SHOWN INTO EXISTING BRICK JOINT
2. CLEAN ALL DEBRIS FROM REGLET

REGLET @ MASONRY

SCALE: NOT TO SCALE

6

EXTEND COPPER 6" UNDER SLATE

FLAT SEAM COPPER ROOFING

16 OZC.R. COPPER CANT
STRIP TACK SOLDERED TO
GUTTER LINING

CANT STRIP AT SLATE STARTER COURSE

SCALE: NOT TO SCALE

COPPER CLEAT, SEE

/TAIL 15/A6.102, TYPICAL
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FLAT SEAM SHEET
SEE DETAIL
X o 13/6.102
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FLAT SEAM ROOFING (AXON)

SCALE: NOT TO SCALE
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LOCK AND SOLDER

20 0Z COPPER
BATTEN COVER\
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FLAT SEAM SHEET

SCALE: NOT TO SCALE

SLATE SIDING—,
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ICE & WATER SHIELD TURNED UP
WALL 6" MIIN.

SLATE ROOFING SYSTEM
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COPPER STEP ', , SLATE OR FLAT SEAM COPPER
FLASHING SN e ROOF SYSTEM AS OCCURS
(NOT SHOWN)
FELT UNDERLAYMENT —*

SLATE DORMER FLASHING DETAIL

SCALE: NOT TO SCALE
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EXISTING MASONRY CHIMNEY (CUT
NEW REGLET) SEE DETAIL 6/A6.102

20 OZ. COPPER COUNTERFLASHING

MATCH
EXIST'G

ICE & WATER SHIELD

SLATE

FOLD UP TAB TO
RETAIN BASE FLASHING

SLATE OR FLAT SEAM COPPER
ROOF SYSTEM AS OCCURS
(NOT SHOWN)

ICE AND WATERSHIELD
UNDERLAYMENT (2 LAYERS)
20 0Z. COPPER

FLASHING APRON
LOOSE LOCK COPPER EDGE,
SEE DETAIL 4/A-602 CONTINUOUS
EDGE STRIP.

RAKE DETAIL

FLAT SEAM COPPER ROOF SYSTEM

12

LOOSE
LOCK

LOOSE LOCK EDGE DETAIL

ICE & WATER SHIELD LAP
RIDGE 6" EACH SIDE

CONTINUOUS SEALANT
PLYWOOD SHEATHING

SLATE CAP (SADDLE RIDGE)
EXISTING DECKING

STONE SHIM, TYPICAL
12

SVIE. ——

12

N
5V.LF.

NOTE:
PROVIDE SEALANT AT ALL
EXPOSED FASTENERS

()

RIDGE CAP DETAIL (SADDLE RIDGE)
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SCALE: NOT TO SCALE

EXISTING CHIMNEY

NEW 20 OZ. COPPER STEP
FLASHING

NOTE: HAND CLEAN OUT REGLET & INSTALL NEW LEAD WEDGE, BACKER ROD & SEALANT.

CHIMNEY BASE FLASHING

SCALE: NOT TO SCALE
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16 oz. cold rolled copper
apron under slate, tile or
shingle roaf

Al
2" wide cop cleats o
cleats 3°0™ ().C.

Cap ove: &
space nct

N>

GUTTER EXPANSION JOINT

20 oz. cold iolled copper -
edge strip

Coppel or bronzi ]
nails 3" 0.C.

" lock

Copper aprun e L _J
LE
Expansion joint cap ] I 17— b1
xpansion space
Solder

SECTION A-A

20 oz. cold rolled copper
> *ﬂ-— edge strip

DETAIL &

GUTTER- EXPANSION JOINT DETAIL

SCALE: NOT TO SCALE

O O NEW STEPPED 20 0Z.
COPPER COUNTERFLASHING
’¥ PLYWOOD DECK / Ao SLATE
1
2007 COPPER 7 ICE & WATER SHIELD
BASE FLASHING J
- N\ PLYWOOD ROOF DECK
____ 200z COPPER FINGER " " "
2 2 2
CLEAT 12'O.C. y ;\
/7 N\
/
/ ICE AND WATERSHIELD EXTEND
200Z. COPPER TAB N\ UNDER COUNTER FLASHING

AND ONTO ROOF DECK 12".

NOTE: CUT NEW REGLET & INSTALL NEW LEAD WEDGE,
BACKER ROD & SEALANT. SEE REGLET DETAIL 6/A-6102

CHIMNEY STEP FLASHING

SCALE: NOT TO SCALE

FLAT SEAM SHEET

COPPER CLEAT

FOLD CLEAT BACK
OVERCOPEPR NAILS

(2) COPPER FASTENERS
PER CLEAT MIN.

&——UP-SLOPE

COPPER CLEAT
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SCALE:

3ll=1 l_0lv

SOLDERED, TYP.

6" ICE & WATER SHIELD
STRIP FLASHING

L SLATE, SEE ROOF PLANS FOR
UNDERLAYMENTS AND DECKING, TYP.
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SCALE: NOT TO SCALE

FLASHING SLEEVE
SEE DETAIL 16/A-602

SLATE SHINGLES

STRIP FLASH WITH ICE AND
WATER SHIELD TO OVERLAP
UPPER FLANGE

SEALANT UNDER SLATE

ICE AND WATER SHIELD
STRIP FLASHING

MINIMUM DOWN-SLOPE
FLANGE DIMENSION TO BE
EQUAL TO SLATE FIELD
EXPOSURE

4" MIN.

VENT THROUGH ROOF (AXON)

SCALE: NOT TO SCALE
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COPPER CAP

—— VENTPIPE

/\/\/—’/ COPPER FLASHING SLEEVE

PAN FLASHING

VENT THROUGH ROOF DETAIL (SECTION)
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SCALE: NOT TO SCALE SCALE; 3"=1'-0" SEE 9/A-602 FOR AXONOMETRIC VIEW
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